
MAINE WATER COMPANY 

BIDDEFORD SACO DIVISION

PWSID ME0090170

COMPLIANCE REPORTING PERIOD: JUL-DEC 2020 REPORTED RESULTS

LEAD COPPER

90TH%ILE LEAD RESULT: 2.62 ppb ppb mg/L

177 1.14

90TH%ILE COPPER RESULT: 0.106 mg/L 15.7 1.11

9.15 0.136

IS THE SYSTEM IN COMPLIANCE: YES 5.69 0.129

3.82 0.125

NUMBER OF SAMPLES COLLECTED: 61 2.65 0.117

2.62 0.106

1.99 0.106

1.98 0.105

1.92 0.104

1.89 0.102

1.83 0.0983

1.79 0.0802

1.68 0.0762

1.68 0.0756

1.65 0.0749

1.25 0.0723

1.19 0.0711

1.19 0.0696

1.19 0.0686

1.17 0.0673

1.16 0.065

1.08 0.0646

0.992 0.0631

0.953 0.0624

0.853 0.0622

0.841 0.0608

0.75 0.0606

0.67 0.0593

0.599 0.0593

0.532 0.0576

0.514 0.0575

0.499 0.0552

0.489 0.0542

0.453 0.0535

0.441 0.053

0.435 0.0528

0.417 0.0528

0.409 0.0525

0.363 0.0523

0.345 0.0506



0.269 0.0505

0.232 0.0499

0.222 0.0449

<.2 0.0442

<.2 0.0442

<.2 0.0408

<.2 0.0372

<.2 0.0364

<.2 0.0361

<.2 0.0302

<.2 0.0276

<.2 0.0239

<.2 0.022

<.2 0.0206

<.2 0.0201

<.2 0.0194

<.2 0.0189

<.2 0.0158

<.2 0.013

<.2 0.0048

in order of highest value to lowest

The Lead and Copper Rule is a United States federal regulation which limits the concentration of lead and copper allowed in public 

drinking water at the consumer's tap, as well as limiting the permissible amount of pipe corrosion occurring due to the water itself.

There is no maximum contaminant level for lead or copper.  However, if your lead and copper tap monitoring results are higher than

the action level of 15 ppb and/or the copper action level of 1.3 mg/L, corrosion control treatment is required of the public water system.

To determine whether an action level has been exceeded, the value at the 90th percentile of all lead and copper samples collected is

compared against the respective action level.  This means that no more than 10 percent of your samples can be above either action level.
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